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Steel  has  been  used  as  structural  material  for  ages  although  it  interacts  with  the 
environment  loosing  its main  important  property.  The  aim  of  this  research was  to  study 
different  times  of  silane  hydrolysis  in  order  to  obtain  better  anticorrosive  protection  of 
steel. The  substrates employed were  sandblasted  steel and  sandblasted  steel exposed  to 
the salt spray chamber  in order  to oxidize  the substrate and evaluate  the performance of 







of  the surfaces. The application of silanes  films on metal can be done  taking  into account 






silane  (MTMO)  film.  The  silane  formula  is  [HS(CH2)3Si(OCH3)3].  As  substrates  sandblasted 
steel and sandblasted steel exposed 4 hours in the salt spray chamber were employed. The 
silane was hydrolyzed different  times  in  a methanol/distilled water  solution  to  study  the 







same methanol/water solution up  to a  final concentration of 4%  (clean substrate) or 16% 
(oxidized substrate) [4]. Then antiflash rusting and wetting agents were added. 
Steel panels were  sandblasted and  some of  them exposed  in  the  salt  spray  cabinet  for 4 
hours  in order  to oxidize  the substrate. After exposure,  these panels were cleaned with a 
steel brush and finally with Nº 150 abrasive emery paper. 
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The  surface  of  the  panels was  observed  by  scanning  electron microscopy  (SEM)  and  the 
composition of the films was studied by energy dispersive X‐ray analysis (EDXA). 
Polarization  curves  (Tafel  mode  and  lineal  polarization)  and  corrosion  potential  were 














untreated with  treated non‐oxidized  steel while  the  corrosion potential of  the untreated 
and treated oxidized substrate were similar.  
































Rp (k.cm2)  Rp* (k.cm2)  E (mV)  I (A.cm‐2) 
2h  24h  2h  24h  2h  24h  2h 
1h / s  15.2  ‐‐‐  12.2  ‐‐‐  ‐487  ‐‐‐  52.1 
48h / s  9.6  1.1  5.8  0.9  ‐481  ‐607  9.9 
72h / s  60.0  3.8  38.8  2.9  ‐503  ‐511  11.2 
sandblasted  0.4  ‐‐‐  0.3  ‐‐‐  ‐623  ‐‐‐  226.8 
1h / o  76.3  7.4  23.8  3.9  ‐636  ‐546  2.0 
48h /o  8.6  2.7  6.2  1.4  ‐522  ‐535  2.0 
72h / o  5.7  3.4  1.2  1.7  ‐536  ‐528  1.3 
oxidized  0.6  0.2  0.1  0.02  ‐428  ‐634  74 
